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Note 1: 

Note 2: 

See Wg, Data' in sheet 1 d5forthe boundng dmensiars ofthe sautbr. 

The maximum sump batch volume shall be determined based on 

The minimum allowance from maximum sump w t i n g  vdume to uverbv shall satisfy the larger dal i  three conditions t!elow: 

dmemiona: - Seiler to pmvide the baa volume and total time d r&watkn~ per batch based on runback. maximum expected condensate and caustic makeup. 

Note 3: 
- minimum T liquid depth 
- at least 2% of maximum operating liquid depvl 
- change in liquid lwei equivalent to 5 minutes d maximum liquid accumulation in the saubber sump 

Note 4: Nozzle requirements are as ffllw: 
- Unless noted omemrise. noalas shall extend 12 inches teycmd me d. 
- Nozzle sdedule shall be detemuned by the seller. taking into consideration all sq&ements stated in Buyer cbwment # 2459O-WTP3pSMMo-TPOO1, EngirrwfifIQ 

- AH nonlea with ameding @pes shall be endprepemd per Buyer 

- Seller shall confinn size and SchedUleEwall t h i i  for ail nanles.spedfied in note 7 below. 

S+mcHcation fcf pn;rrwn, Vessel oesyln and FaMcafion. 

respecbve connecting pipe size and sdeduie in note 7 
ment #24590-WTP-PW4%OT~l, WPEndPmp Deta8fcfFieldBCdt We-, to tie in with the 2 

Note 5: Ring Beam DetaiI 
Fmfw to Buyer document 2459o-WTP-MVM59T~001, for ring beam details. 

Ring beam web shall be 3!4' thick. 
z The nng beam web to flange weld shall be full penetration. 

A. I Ring team topand bottom flangas shaH be wide. A. 
A -  Ring beam design per Wver Rdection PK+I - Waste Tmabnent Plant, vess8l suppxb at El. 0' and below. 24590-PTF-DDCS13TMl. 

Note 6: 

Note 7: 

NDE requifmmls shall be in aazidawe with 24590-WTP3PSSS00-T0002. sacton 11.6 'Additional Examination for Cuality L& 1 and 2 Structural Site4 WekW. All A welds d Ring beamareaitical welds. 
SeUion 11.6 is mandatory B V B ~  if the web to flange weld NDE is n d  indkated on the drawvlg. 

L m t e  inlet n d e  (N0l)on the wmp vess8l and use as inspection manway. Inlet nozzle (NOI) w t  be 
higher limn the Overnow noale (N12). 

W e  data am as follows: 

. -  

N15 T OD 0.75 40s Resare Tranarimr Leg (See Detail E, Dwg 24SQO-WTPWA45QTa16001) 
N16 T OD 0.75 40s Ranare Tranarimr Leg (See D&il E, Dwg 24SQO-WTPW-M59T-OW16001) 
N17 T 00 0.75 40s Ranare T- Leg (See D&il E. Dwg 246eo-WTPW-M9Ta16001) 
N1E T00 0.7540s RanareTlansmit$rLeg(See~lE,Dwg24sBo-WTP-MvM58T-ooo16001) 
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,Reference 1 
Referena 2 
.Reference 3 
Reference 4 
Referenut 5 

PLlDPlF Pretreatment Vessel Vent P m s s  Swtem Caustic Saubber l o  HEMES, 24500PTF-MbPVP-00017. Rev 2 
PTF Veswl Cydlc Datasheel I n m ,  24500PTF-MVG1MMoo3, Rev A 
Data S h M  Page 1 Seller Data. 3/02/05,24500QL-POA-MKAS00002-03-00001. Rev WE 
PTF Vessel Vent Caudlc Scrubber Beddel Job NO 24580-PTI rhop No CZWO-NQA 1 A9semMy L SWCUOIIS. 2400QL-POA-MKASWaM-02--00011, Rev 000 
COrmSlon EvaIuaUoII. 24500PTF-NIDPVP-OMMl. Rev 6 

Note 6: 

Note 7 

NDE requirements shall be in accordance with 2 4 5 9 0 - W T P - 3 P S S S O ,  section 11 6 "Additional Examination for Quality Levels 1 and 2 Structural Steel Welds". All A- welds of Ring beam are critical welds. 
Section 11.6 is mandatory even if the web to flange weld NDE is not indicated on the drawing. 

Locate inlet nozzle (NOl) on the sump vessel and use as inspection manway. Inlet mzzle (N01) must be 
higher then the ovefflow nozzle (N12). 

Nozzle data are as follows: 

NO1 IZC'NPS I 2410.375" IOffgas Inlet 
NO2 124"NPS I 2410.375" loffgasOutlet A 

NO3 12" NPS I 2 140s l~ecinu~ated Caustic Soiuticm for Mixina (dir, PIW) /2\ 
i '  

IDeleted I 1  I I 
NPS - Nominal Pipe Size (inch) 
OD - Outside Diameter (Inch) 
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Notes 

* -  Seller to verify/provide data 

1 -Maximum dlffwential pressure across scrubber in clean condition shall not exceed 8 in-WG. Seller to provide data. 

2 - Standard conditions of flow are 77 deg F and 1 atmosphere as dry air (density = 0.074 I M 3 )  - humidity accounts for additional volume and mass flow 
3 -Deleted 

4- Dimension is measured from inside bottom of vessel sump to bottom of nozzle N12. A 
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Component Fundion and Llfe Cyde DesdpUon so spuincathw m M l s - T p o o f  

NOMS 
1 Cycle muease. The Seller mud inueasa the numbers of opsratmnal cycler given above by 1wb to account for commissloninp duly unleu dherwk noted. 




